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ASM320
ALUMINUM STANDARD MOUTH HOOD

Hood Wall ASM320 alum standard mouth spec sheet V3 8/1/23/23

PART NUMBERS
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Dia Tail Mouth Flapper Each # Qty Case # Package UPC Labeled A in. B in. C in. D in. E in.
3" 11.5" standard flapper 10276 12 110276 Bulk 722048102767 • 14.5 6 6 11.5 2.5
3" 11.5" standard flapper 10278 4 110278 Ind. Box 722048102781 • 14.5 6 6 11.5 2.5
4" 11.5" standard flapper 10277 12 110277 Bulk 722048102774 • 14.5 6 6 11.5 2.5
4" 11.5" standard flapper 10279 4 110279 Ind. Box 722048102798 • 14.5 6 6 11.5 2.5

5.625"

5.625"

Trim PlateAluminum Trim Plate
* For aluminum hoods AWM3xx, ASM3xx, plastic hoods PWM6xx

Dia. Note Each # Qty Case # Package UPC Labeled
3" 10126 100 110126 Bulk 722048101265

4" 10122 100 110122 Bulk 722048101227
4" mounting holes 10912 100 110912 Bulk 722048109124

ASM320 with flapper
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DESCRIPTION
ASM320 is a light weight aluminum standard mouth wall vent hood suitable for general 

venting. 

PRODUCT FEATURES
• Flapper with channel for sound dampening foam (foam not included) 
• Four mounting holes
• Aluminum trim plate

PRODUCT SPECIFICATIONS
•  012 aluminum face
• 010 aluminum tail
• Tailpipe connected with 360˚ mechanical seam


