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Made in 
the U.S.A.

PRODUCT DESCRIPTION
These Wall Hood Kits contain all metal aluminum duct, hoods with 10 inch tails, and 
two clamps. They meet clothes dryer manufacturer specifications for venting.

KIT WHK
WALL HOOD KIT ALUMINUM DUCT WITH HOOD

Kit WHK Wall Hood Kits Aluminum Duct Spec Sheet V1 11/1/23

KIT CONTAINS
• One - 5 foot or 8 foot plain ended aluminum duct (see table for models below)
• One - Hood (see table for models below)
• Two - steel screw clamps for wall and dryer connections

RECOMMENDATIONS
• Clothes dryer manufacturers and building codes recommend all metal venting.

PERFORMANCE DATA
• Pressure rating: Maximum positive and negative UL 12" w.g., non-UL 6" w.g.
• Operating Temp. range:  -100˚F to +430˚F
• Flame Spread:  0
• Smoke Developed: 0

PART NUMBERS
Dia. Length Pipe Hood Color Clamps Each # Qty Case # Package
4" 5' V230 Plain AWM320 aluminum wide mouth silver 2 steel 12101 4 112101 Ind. Box
4" 8' V230 Plain AWM320 aluminum wide mouth silver 2 steel 10536 4 110536 Bulk
4" 8' V220 Plain PWM620 plastic wide mouth white 2 steel 10625 12 110625 Ind. Box
4" 8' V220 Plain PWM620 plastic wide mouth brown 2 steel 10626 12 110626 Ind. Box
4" 8' V220 Plain PML320 plastic multi louver brown 2 steel 12100 6 112100 Ind. Box
4" 8' V220 Plain PML320 plastic multi louver white 2 steel 11405 6 111405 Display Box
4" 5' V220 Plain AWM320 aluminum wide mouth silver 2 steel 10537 4 110537 Display Box

12101, 10536, 10537

10625

10537 DISPLAY BOX

CONDUIT DE 
SECHEUSE

VENTILACION DE 
SECADORA

Wide mouth
aluminum hood

Hotte aspirante 
de aluminum 
de bouche large

Capucha de 
aluminum de 
boca ancha

Conduit
métal
flexible

• Wide mouth for excellent airflow

• Back-draft flapper

• Aluminum tail

• La capuche de bouche large 
permet le flux d'air excellent

• Clapet antiretour

• Pipe de aluminum

• La capucha de boca amplia 
permite un corriente de aire 
excelente

• La tapadera o deja entrar aire de 
afuera

• Tubo de escape de alumin

• Secure connections• Sécurisent les connexions • Aseguran las conexiones
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DRYER VENTING

Made in the U.S.A. 
Fabriqué aux États-unis
Hecho en EE.UU.
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One hood
Une hotte

Una capucha

4" x 5' • 10.2cm x 1.5m
Pipe •  Conduit • Conducto

Two clamps 
Deux attaches

 Dos abrazaderos

10.2cm x 1.5m
 tubo flexible metal

• Resistente estructura de metal 
Class 0

• Extremos lisos

10.2cm x 1.5m
 tuyau métallique flexible

• Resistente estructura de metal 
Class 0

• Extrémités lisses

4"  x 5' 
 flexible aluminum pipe

• Heavy duty construction Class 0 
metal duct

• Plain ends

Builder’s Best products are engineered to resist 
crushing. Crushed venting is one of the most 
common causes of dryer fires and maintenance calls.

Dryer manufacturers specify all metal dryer venting to:
• Improve airflow 
• Reduce the risk of fires

Safety precautions

Les meilleurs produits du Builder's Best son tréalisés 
pour résister au broyage. La décharge écrasée est une 
des causes les plus communes de feux de sécheuse et 
des appels de entretien.

Les fabricants de sécheuse spécifient toute la décharge 
de sécheuse métalilique:
• Améliorent le flux d'air
• Réduisent le risque de incendie

Les précautions de sécurité

Los productos del Builder’s Best son diseñados para 
resistir el aplastamiento. La ventilación aplastada 
es una de las causes más comunes de incendios de 
secadora y llamadas de mantenimiento.

Los fabricantes de secadoras especifican que toda la 
ventilación de secadora metálica::
• Mejora el corriente de aire 
• Reduce el riesgo de incendio

Las precauciones de seguridad

Meets dryer manufacturer
specifications

Satisfait les conditions
de fabricant de sécheuse

Cumple con las recomendaciones
del fabricante de secadoras

Flame resistant all metal
construction

Résistant à la flamme
construction tout métal

Construcción metálica
resistente al fuego

Enhanced dryer
efficiency and lifespan

Une efficacité de sécheuse
améliorée et la durée de vie

Eficiencia y vida útil de
secadora aumentada
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DRYER VENTING
CONDUIT DE SECHEUSE
VENTILACION DE SECADORA

DRYER VENTING
CONDUIT DE SECHEUSE
VENTILACION DE SECADORA

LEAD EDGE

FIRST CUT 5/16" FROM
EDGE OF DIEBOARD

SUBSTRATE: 20 pt SBS 39.5w x 26h
Dieboard: 49 5/8"w x 35 5/8" h
5/16" holes for mounting per platen diagram
KO = knockout

DC11522-SBS20 V2 wm hood kit
6/26/15

TWO OUT DIE FOR BUILDER’S BEST 79820/62 BOBST
OUTSIDE VIEW
DIE HITS OUTSIDE


