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KIT WHK WALL HOOD KIT
FOIL BATH FAN VENT KIT

Kit WHK Wall Hood Kits Foil Duct Bath Vent Spec Sheet V1 11/1/23

PART NUMBERS 

DESCRIPTION
Kits with hoods feature 5ft or 8ft of model UL® 181 Foil Duct WMF621, a hood and two 

Zip Torq™ clamps. Foil Duct WMF621 is a UL® 181 listed air connector label, used for 
bathroom fan venting.

PERFORMANCE DATA

Builder’s Best, Inc.
201 Broiles Drive 
Jacksonville, TX 75766
903-586-8283
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sales@buildersbest.com

AIRFLOW

WARRANTY
Complete warranty statement at buildersbest.com/warranty

KIT CONTAINS (SEE TABLE BELOW):
5ft or 8ft model WMF621 Foil Duct: 
• Steel wire helix duct
• Multi-ply design of aluminum/polyester laminate and metalized polyester
• UL® 181 listed and labeled air connector label every 10 feet

One hood, either:
• PWM620 plastic wide mouth hood, white
• ASM320 aluminum standard mouth hood, silver
• PML320 plastic multi louver in white or brown

Two Zip Torq™ clamps

10533

11520

11520 DISPLAY BOX

Dia. Length Hood Color Clamps Each # Qty Case # Package
4" 5' PWM620 plastic wide mouth white  2 Zip Torq™ 10620 4 110620 Ind. Box
4" 8' PWM620 plastic wide mouth white  2 Zip Torq™ 10618 4 110618 Ind. Box 
4" 8' ASM320 aluminum standard mouth silver  2 Zip Torq™ 10533 4 110533 Ind. Box
4" 5' ASM320 aluminum standard mouth silver  2 Zip Torq™ 10603 4 110603 Ind. Box 
4" 5' PML320 plastic multi louver brown  2 Zip Torq™ 10611 4 110611 Ind. Box
4" 5' PML320 plastic multi louver white  2 Zip Torq™ 10612 4 110612 Ind. Box
4" 8' PML320 plastic multi louver brown  2 Zip Torq™ 10609 4 110609 Ind. Box
4" 8' PML320 plastic multi louver white  2 Zip Torq™ 10610 4 110610 Ind. Box
4" 8' PML320 plst multi louver & Incr/Red white  2 Zip Torq™ 11520 6 111520 Display Box

• Recommended Operating Pressure:
  (determined in a 90° bend at   

 elevated temperatures according to   
 ADC FD 72-R1 test code):   
  6" w.g. positive - all diameters

    ¾" w.g. negative - all diameters
• Rated Positive Pressure:
  10" w.g. per UL® 181 
  (determined in straight lengths at   

 ambient temperatures).
• Temperature Range: -20°F to +180°F
• Flame Speed  less than 25
• Smoke Developed less than 50

INSTALLATION: Air duct connections and joints 
shall be made per installation instructions 
outlined by Builder's Best and as required 
by the UL 181 listing procedure. (Installation 
instructions are included inside each carton.) 
Air connectors shall not be installed in lengths 
greater than 14 feet for any given run.
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Pressure Drop in inches of water per 100 ft.


